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Nano Car Glass Sealant
Reaction time
Application field
all glass surfaces
Consumption
suitable for 1 car (windscreens, headlights, mirrors)
Application interval
every 12 months /// every 10.000 km

Application

Clean first the surfaces to be sealed. All visible contamination must be removed thoroughly, see
that the border areas are also cleaned. The procedure must be done in a dry place without direct
sunlight. The temperature should be between 15°C and 25°C.
pre-cleaner - Shake the bottle and cut the top of the cap. Apply the pre-cleaner with a paper
tissue on the surface to be sealed and polish well after drying. The pre-cleaner creates a film on
the glass. Repeat the cleaning procedure, also partially if necessary, until this film does not tear
or crack any longer. Afterwards let the polished surface dry for 5 minutes and polish again until
all residues are removed. Residues on paint or rubber parts can be easily removed with water.
Attention! Don’t touch the cleaned surface with the hands.
mixing - Fill Component 2 with the Component 1 in the mix bottle, close the bottle well and
shake for 2 minutes. Attention! The sealant must be used after mixing within 24 hours.
application - Cut the top of the cap of “Component 2“ and apply the sealant starting from the
top using one of the enclosed tissues. The best is to start the application from the top. Split large
surfaces such as windscreens and apply the sealant in two steps.
polishing - Start the polishing immediately after application. Polish the surface with the second
tissue until all smears are removed. Already dried smears can be removed with the still-wet sealant tissue.

Description

Nano Sealants consist of smallest particles that create a very thin, glassy and extreme plain film.

Benefits

The sealant film protects the material long-lasting against harmful environmental influences and
is resistant against water and dirt.

PU

-

Packing sizes 1 Set (75 ml cleaning milk, 2 x 15 ml sealant components, 3 polishing clothes) // other sizes available on request

Although our information is based on intense product tests and studying and therefore considered as reliable, it nevertheless has solely advisory character.
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